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LCD ID Setting

Several configurations are applied to different sizes of panel.  Please refer to the 
followings to complete relevant settings.

• Jumper Setup

Resolution LVDS Output Interface JP8Bits Channel

800 x 600 24 Single

1st: LCD Panel
2nd: VGA port

8
5 7

2
1 3

64

1024 x 768 24 Single 8
5 7

2
1 3

64

1366 x 768 24 Single 8
5 7

2
1 3

64

800 x 600 18 Single 8
5 7

2
1 3

64

*800 x 600 18 Single 8
5 7

2
1 3

64

1024 x 768 18 Single 8
5 7

2
1 3

64

*remark: specialized for Sharp 12.1” LQ121S1LG41/LQ121S1LG42 panel.

2
1

 Jumper open     2
1

  Jumper short

                 • 2nd VGA Power Setting
    VGA port power must be on through BIOS/Utility for default is “No Power“.
  

BIOS/Utility setup
Press <DEL> key to enter BIOS 111
SETUP UTILITY  when system 
boot up.
Find tab "Advanced".222
Select "Jumperless 333
Configuration" and press <Enter> 
to go to sub screen.
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                • Intel Graphics Driver Setting

No. Output Interface Connector & Jumper Intel Graphics Driver 
Device Name

1st LCD Panel CN26 Notebook

2nd VGA Port JP3/6 Monitor

4.	 To switch on the power, select 
"+12V".  Please save the change 
before exiting BIOS to avoid data 
lost.

Right click Desktop.  Find 111
"Graphics Properties" and enter 
the manu.

2.	 Make sure the Display Device is 
same as follows.
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Version: B68 v1.0

6-2-1. Motherboard Layout

6-2.  For B68 Motherboard
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Connector Purpose
BAT1 CMOS Battery Base ( Use CR2023)
CN1 Power On Button
CN3 Power LED
CN4 SATA1 HDD Power Connector
CN5 SATA2 HDD Power Connector
CN6 LCD Interface Connector
CN8 For External Touch Connector
CN9 Inverter Connector
CN10 Card Reader Connector
CN12 LED
CN14 Speaker & MIC Connector
CN15 CD-IN Connector
CN18 USB5
CN20 PS2 KEYBOARD
DDR2_A1 DDR2 SO-DIMM1
DDR2_A2 DDR2 SO-DIMM2
SATA1 SATA Connector
SATA2 SATA Connector
SW1 Power On Button
JP1 CRT Connector
JP3 Power Option for COM3/COM4
JP4 2nd Display Power
JP5 COM2 Connector
JP6 COM2 RS232/422/485 Setting
JP7 LCD ID Setting
JP9 AT Function
JP11 Cash Drawer Power Setting
JP12 Hardware Reset

6-2-2.	 Connectors & Functions
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COM2 RS232/485/422 Setting
Function JP6 JP5

▲RS232 5 7 9
2
1 3

6 8 104
5 7 9 11

2
1 3

6 8 10 124

RS485 8 10
5 7 9

2
1 3

64
11
128 10

5 7 9
2
1 3

64

RS422 8 10
5 7 9

2
1 3

64 10
5 7 9 11

2
1 3

6 8 124

COM3 & COM4 Power Setting
Function JP3

COM3 Pin10

▲RI 5 7 9 11
2
1 3

6 8 10 124

+5V 11
128 10

5 7 9
2
1 3

64

 +12V 11
128 10

5 7 9
2
1 3

64

COM4 Pin10

▲RI 11
128 10

5 7 9
2
1 3

64

+5V 11
128 10

5 7 9
2
1 3

64

 +12V 11
128 10

5 7 9
2
1 3

64

▲ = Manufacturer Default Setting

6-2-3.	 Jumper Setting
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Cash Drawer Power Setting
Function JP11

   +12V 2
1 3

4  

▲+19V
(for 24V Cash Drawer) 2

1 3
4

Power Mode Setting
Function JP9

 ▲ATX Power 2
1  

   AT Power 2
1

VGA Power Setting
Function JP4

 ▲No Power 2
1  

+12V 2
1

System Reset
Function JP12

 ▲System Normal 2
1  

System Reset 2
1

▲ = Manufacturer Default Setting
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LCD ID Setting

Panel# Resolution LVDS Output
Interface JP7Bits Channel

1 1366 x 768 24 Single LVDS 
Panel 8

5 7
2
1 3

64

2 1440 x 900 24 Dual LVDS 
Panel 8

5 7
2
1 3

64

4 1920 x 1080 24 Dual LVDS 
Panel 8

5 7
2
1 3

64

5 1024 x 768 24 Single LVDS 
Panel 8

5 7
2
1 3

64

6 1280 x 1024 24 Dual LVDS 
Panel 8

5 7
2
1 3

64

7 800 x 600 24 Single LVDS 
Panel 8

5 7
2
1 3

64

9 1024 x 768 18 Single LVDS 
Panel 8

5 7
2
1 3

64

11 800 x 600 18 Single LVDS 
Panel 8

5 7
2
1 3

64

12 800 x 600 18 Single LVDS 
Panel 8

5 7
2
1 3

64

CRT 8
5 7

2
1 3

64

Remark: 
Panel ID#12 is specialized for Sharp 12.1" LQ121S1LG41/LQ121S1LG42 panel.

2
1

 Jumper open     2
1

  Jumper short
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Appendix: Drivers Installation
The shipping package includes a Driver CD in which you can find every individual 
driver and utility that enables you to install the drivers on the system.
Please insert the Driver CD into the drive and double click on the “index.htm” to 
select the models. You can refer to the drivers installation guide for each driver in 
the “Driver/Manual List”. 




